KOLLEKTOR ANA VANASI
<iSe> PN 16 TS CEN/EN 13547

MANIFOLD VALVE PN 16

ANMA OLCOSU
NOMINAL SIZE
3/a" 20 19 61 85 16 53
1" 25 24 73 92 17 S
11/4" 32 30 83 114 20 59

PART

PARCA ADI DESCTRIPTION MALZEME MATERIAL
Gévde Body MS 58 Piring {CuZn39Pb2) MS 58 Brass (CuZn39Pb2)
Kiire Ball MS 58 Piring {CuZn39Pb2) MS 58 Piring (CuZn39Pb2)
Kapak Lid MS 58 Piring {CuZn39Pb2) MS 58 Piring (CuZn39Pb2)
Conta Gasket PTFE (TF1645) PTFE (TF1645)
Mil Shaft MS 58 Piring {CuZn39Pb2) MS 58 Brass (CuZn39Pb2)
0-Ring O-Ring EPDM (Viton) EPDM (Viton)
Somun Nut Celik Steel
Kol Stem AlGminyum AL

* TS CEN/EN 331/A1 Tiirk Standartlan Enstitiisii Onay. { Turkish Standart Institute approved. ) » 1SO 9001 Kalite Sistem Sertfikasi. (150 9001 Quality System Managment.)

= Daha uzun &miir igin krom kaplama kiire. (Chrome plated brass ball for longer life.)

+ Endiistriyel, Tesisat ve sulama sisterlerinde kullaniimak iizere genis kullanim alani. (Can be used in o wide range of industrial, Plumping and agricultural applications.)

* Maksimum gavenlik icin PTFE conta ve EPDM O-ring. (FTFE Gasket and EPDM O-ring for maximum security.) » Kahn PVC kaph celik kol. (Stee/ handle with thick PVC coating.)

* IS0 228 Digi X Disi baglanti. (150 228 Female by Female thread.)
» Sicaklik -10°C + 120°C (Temperature -10°C +120°C)
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