BASING KAYBI GRAFIGI
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Multi-Jet Dry Type Cold Water Meter
PERFORMANS OZELLIKLERI
MI-001
Siirekli Debisi Q3 (m3/h) :2,5
Asir Yiikleme Debisi Q4 (m3/h) :3,125 GENEL OZELLIKLERI L
Gegis Debisi Q2 (L/h) :40 - MID (Olgii Aleti Direktifi) Sertifikali
Minimum Debi Q1 (L/h) :25 - Cok hiizmeli tasarimi ile uzun é6mir
Maksimum Calisma Basinci (bar) :16 - Dustik basing kaybi
Maksimum Galisma Sicakligi (°C) :50 - ilk hareket debisinde yiiksek hassasiyet
Metrolojik Sinifi :B - Vakumlu ve manyetik korumali mekanizma
Q3/Q1(MI-001 OIML R49) :100 - 360 ° dénen kapak
Basing Kaybi (bar) :0,63 - Korozyana direngli elektrostatik boyali piring gévde
Maksimum Kayit Kapasitesi ~ (m3) :99999 - i¢/dis e/p toz boya ile boyama BOYUTLAR
En Kiigiik Okuma Béluntiisi (m3) :0,00005 - Cekvalfli - Anma Capi DN 20 mm
Sebekeye Baglanig :Yatay - Cift filtreli - Baglant Capi D Gl B
Birim Agirlik (kg) :1,17 - 50 °C kadar olan soguk sular igin - Toplam Yiikseklik H1+H2 106 mm
Koli Agirigi (Rakorlar Harig) (kg) :12,1 - Dig etkilere karsi IP68 koruma sinifi - Eksen Yiksekligi H1 36 mm
Koli Agirlhig (Rakorlar Dabhil) (kg) :13,7 -5Yil garanti - Boy L 190 mm
Kolideki Sayag Sayisi :10 - Yillarca yedek parga ve servis saglama - Genislik B 94 mm
Koli Ebatlari (cm) :24x47x21,7 - Optik okumaya uygunluk - Rakorlu Boy LB 270 mm
PERFORMANCE PROPERTIES
MI-001
Permanent Flowrate Q3 (m3/h) :2,5
Overload Flowrate Q4 (m3/h) :3,125
Transitional Flowrate Q2 (L/h) :40 GENERAL FEATURES
Minimum Flowrate Q1(L/h) :25 - MID Certificated
Maksimum Calisma Basinci (bar) :16 - Multi-Jet principle assure a long service time
Maximum Working Temperature (°C) :50 - Low Pressure Loss
Metrological Class B - High sensitivity at starting flowrate
Q3/Q1(MI-001 OIML R49) :100 - Vacuum and magnetic protected insert mechanism
Pressure Loss (bar) :0,63 -360 ° rotating lid
Maximum Registration Capacity {m3) :99999 - Electrostatic painted body made of corrosion resistant brass DIMENSIONS
Smallest Verification Scale {m3) :0,00005 - Internally/externally electrostatic powder painted body - Nominal Diameter DN 20 mm
Installation on The Network :Yatay - With non-return Valve With Double Strainers - Connection Diameter D Gl B
Unit Weight (kg) :1,17 - Sutable for cold water up to 50 °C - Total Height H1+H2 106 mm
Package Weight (Without Connect)  (kg) :12,1 - IP68 Protection Class against outside influences - Axis Height H1 36 mm
Package Weight (With Connections) (kg) :13,7 - 5 years of warranty - Lenght L 190 mm
Quantity in Package 10 - Service and spare parts are available for years - Width B 94 mm
Package Dimensions (cm) :24x47x21,7 - Suitable for optical reading - Lenght with connect LB 270 mm
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